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(57) ABSTRACT

An electronic control unit (ECU) and a database (DB) of a
travel assist device specify and store a deceleration end point
of'a vehicle on the basis of information relating to an absolute
position independent from a structure on the ground. Further,
the ECU and the DB of the travel assist device stores a
deceleration end area which is an area within a predetermined
range from the deceleration end point.
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1
INFORMATION PROCESSING DEVICE FOR
VEHICLE AND DATABASE

The present invention relates to an information processing
device for a vehicle and a database, in particular to an infor-
mation processing device for a vehicle and a database which
store a drive operation of a driver.

BACKGROUND ART

A proposal in which data obtained by learning the drive
operation of a driver is applied to many applications has been
made. For example, in Patent Literature 1, a map information
creation apparatus is disclosed which includes driver opera-
tion change detection means for detecting a driver operation
change of a driver who drives a vehicle, position information
acquisition means for acquiring position information of the
vehicle such as latitude and longitude when the driver opera-
tion change detection means detects the driver operation
change, and map information creation means for associating
and storing the driver operation change with the position
information, when there is the driver operation change.

CITATION LIST
Patent Literature

[Patent Literature 1] Japanese Unexamined Patent Appli-
cation Publication No. 2009-103570

SUMMARY OF INVENTION
Technical Problem

Incidentally, in the memory method in the related art, after
a drive assist and the like for the driver is performed, it is not
possible to ensure the accuracy, so there is a need for improve-
ment in creating a database.

With consideration of the above facts, an object of the
invention is to provide an information processing device for a
vehicle and a database capable of being more easily applied to
a drive assistance.

Solution to Problem

An aspect of the present invention is to provide an infor-
mation processing device for a vehicle including a memory
unit that specifies and stores a deceleration end point of a
vehicle on the basis of absolute position information that is
information relating to an absolute position independent from
a structure on the ground, and stores an area within a prede-
termined range from the deceleration end point as a decelera-
tion area.

According to the aspect, the memory unit specifies and
stores the deceleration end point of the vehicle on the basis of
the absolute position information that is information relating
to the absolute position independent from the structure on the
ground. Further, the memory unit stores the area within the
predetermined range from the deceleration end point as the
deceleration area. Therefore, a predetermined range from the
deceleration end point Se which is a point where the operation
of'a driver changes, is treated as the deceleration end area Ae
which is one operation area, and a database of the decelera-
tion end area Ae is made, so that the application to the drive
assistance becomes easier.

In this case, the memory unit may specify and store at least
one of a deceleration start point of the vehicle and an exit
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point to the outside of the predetermine range from the decel-
eration end point of the vehicle on the basis of the absolute
position information, and specify the deceleration area based
on at least one of the deceleration end point, and the decel-
eration start point and the exit point.

According to the aspect, the memory unit may specify and
store at least one of the deceleration start point of the vehicle
and the exit point to the outside of the predetermine range
from the deceleration end point of the vehicle on the basis of
the absolute position information, and specity the decelera-
tion area based on at least one of the deceleration end point,
and the deceleration start point and the exit point. Therefore,
even if the deceleration end points are the same, the decelera-
tion area may be subdivided in more detail for each operation
of the driver in which the deceleration start points are difter-
ent and the exit points are different, and made into a database.
In addition, in the present invention, it is not necessary that the
boundary of the deceleration area and the exit point are coin-
cident.

In this case, when at least one of following distances is
equal to or more than the predetermined value: a distance
between the present deceleration end point of the vehicle and
the deceleration end point of the deceleration area of the
vehicle that was stored in the past, a distance between the
present deceleration start point of the vehicle and the decel-
eration start point of the deceleration area of the vehicle that
was stored in the past, and a distance between the present exit
point and the exit point of the deceleration area of the vehicle
that was stored in the past, the memory unit may store an area
within a predetermined range from the present deceleration
end point of the vehicle as a new deceleration area.

According to the aspect, when at least one of following
distances is equal to or more than the predetermined value: a
distance between the present deceleration end point of the
vehicle and the deceleration end point of the deceleration area
of the vehicle that was stored in the past, a distance between
the present deceleration start point of the vehicle and the
deceleration start point of the deceleration area of the vehicle
that was stored in the past, and a distance between the present
exit point and the exit point of the deceleration area of the
vehicle that was stored in the past, the memory unit may store
an area within a predetermined range from the present decel-
eration end point of the vehicle as a new deceleration area.
Therefore, even if the deceleration end points are the same,
the deceleration area may be subdivided in more detail for
each operation of the driver, in which the deceleration start
points are different and the exit points are different, and made
into a database.

In this case, when the distance between the present decel-
eration end point of the vehicle and the deceleration end point
of the deceleration area of the vehicle that was stored in the
past is less than the predetermined value, the distance
between the present deceleration start point of the vehicle and
the deceleration start point of the deceleration area of the
vehicle that was stored in the past is less than the predeter-
mined value, and the distance between the present exit point
of'the vehicle and the exit point of the deceleration area of the
vehicle that was stored in the past is equal to or more than the
predetermined value, at least one of when the difference
between the vehicle speed in the present deceleration end
point of the vehicle and the vehicle speed in the deceleration
end point of the deceleration area of the vehicle that was
stored in the past is less than the predetermined value, and
when the vehicle speed in the present deceleration end point
of'the vehicle is in the vicinity of 0 km/h, and the memory unit
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may not store an area within the predetermined range from the
present deceleration end point of the vehicle as a new decel-
eration area.

When the distance between the present deceleration end
point of the vehicle and the deceleration end point of the
deceleration area of the vehicle that was stored in the past is
less than the predetermined value, the distance between the
present deceleration start point of the vehicle and the decel-
eration start point of the deceleration area of the vehicle that
was stored in the past is less than the predetermined value, and
the distance between the present exit point of the vehicle and
the exit point of the deceleration area of the vehicle that was
stored in the past is equal to or more than the predetermined
value, even in a case where only the present exit point and the
past exit point are different from each other, if the difference
between the vehicle speeds in the present deceleration end
point and the past deceleration end point is not found, or if the
vehicle speed in the present deceleration end point is in the
vicinity of 0 kmv/h, it is considered that the exit points are
different but it is regarded as the same deceleration behavior,
and thus the driver does not feel a sense of incompatibility.
Therefore, according to the above aspect, it is possible to
prevent the driver operations from being divided more spe-
cifically without making the driver feel uncomfortable.

Otherwise, the memory unit includes the deceleration start
point of the deceleration area that was stored in the past, and
sets as a reference line, one side that is farthest away from the
deceleration area in a square-shaped area having two sides
parallel to an average orientation of the vehicle in each of the
deceleration start points of the deceleration area that was
stored in the past.

According to the aspect, the memory unit may include the
deceleration start point of the deceleration area that was
stored in the past, and set as a reference line, one side that is
farthest away from the deceleration area in a square-shaped
area having two sides parallel to an average orientation of the
vehicle in each of the deceleration start points of the decel-
eration area that was stored in the past. Therefore, by a simple
method, the reference line that is a reference of a start of the
deceleration operation by the driver may be set, and may be
easily applied by the drive assist.

In addition, the absolute position information may include
the information relating to latitude and longitude.

According to the above aspect, the absolute position infor-
mation includes the information relating to the latitude and
the longitude. Therefore, the memory unit may specify and
store the deceleration end point by obtaining the latitude and
the longitude by GPS and the like without map information
such as link IDs or nodes relating to the structure on the
ground.

In addition, the present invention is a database which speci-
fies and stores a deceleration end point of a vehicle on the
basis of absolute position information that is information
relating to an absolute position independent from a structure
on the ground, and stores an area within a predetermined
range from the deceleration end point as a deceleration area.

Advantageous Effects of Invention

According to the information processing device for vehicle
and the database of the present invention, it is possible to be
more easily applied to the drive assist without using map
information.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a block diagram illustrating a configuration of a
drive assisting device according to a first embodiment.
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FIG. 2 is a flow chart illustrating an operation of storing a
deceleration end area of the drive assisting device according
to the first embodiment.

FIG. 3 is a plan view illustrating a vehicle, the deceleration
end area, a deceleration start point and a reference line when
the reference line of the drive assisting device according to the
first embodiment is set.

FIG. 4 is a flow chart illustrating an operation of setting the
reference line of the drive assisting device according to the
first embodiment is set.

FIG. 5 is a flow chart illustrating an operation of storing a
deceleration place of a drive assisting device according to a
second embodiment.

FIG. 6 is a plan view illustrating a deceleration start point,
a deceleration end point and an exit point when the decelera-
tion place of the drive assisting device according to the second
embodiment is stored.

FIG. 7 is a block diagram illustrating a configuration of an
information processing center according to a third embodi-
ment.

DESCRIPTION OF EMBODIMENTS

Hereinafter, a description of an information processing
device for a vehicle according to embodiments of the present
invention will be made referring to drawings. As shown in
FIG. 1, the information processing device for a vehicle of a
first embodiment of the present invention is configured by a
drive assisting device 10 that is installed in the vehicle. The
drive assisting device 10 according to the embodiment is a
device which performs drive assistance such as inducing a
deceleration operation of the driver such that the driver
applies an engine brake at a proper timing, for example, for a
mileage improvement. The drive assisting device 10 of the
embodiment includes a GPS 21, an in-car camera 22, a mil-
liwave radar 23, a communication device 24, a vehicle speed
sensor 25, a display 26, an ACC switch 27, a PCS switch 28,
an ECU 30, a DB 40, a car navigation system 51, a brake
actuator 52, an accelerator actuator 53 and a speaker 54.

The GPS 21 performs positioning of a host vehicle by
receiving a signal from a GPS satellite. The in-car camera 22
is a camera to take an image of the vicinity of the host vehicle
in order to detect a status in the vicinity of the host vehicle.
The milliwave radar 23 detects the status in the vicinity of the
host vehicle by detecting a reflecting wave of the milliwave
radiated in the vicinity of the host vehicle. The communica-
tion device 24 communicates with facilities such as other
vehicles or an information processing center. The vehicle
speed sensor 25 is a sensor to detect a vehicle speed of the host
vehicle by detecting an rpm (revolutions per minute) of the
wheels of the host vehicle.

The display 26 displays information relating to the decel-
eration operation and the like such that the driver of the host
vehicle applies the engine brake at a proper timing. The ACC
(Adaptive Cruise Control) switch 27 is a switch to operate an
ACC system that controls the vehicle speed and the inter-
vehicle distance by controlling an accelerator amount and a
brake amount by monitoring the distance between a forward
vehicle and the host vehicle using the milliwave radar 23. The
PCS (Pre-Crash Safety) switch 28 is a switch to operate a PCS
system which prevents a crash with an obstacle in the vicinity
of the host vehicle in order to reduce damage caused by a
crash.

The ECU (Electronic Control Unit) 30 performs the entire
control of the drive assisting device 10 as described later. For
example, the ECU 30 is mainly configured by a CPU, and
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includes a ROM, a RAM, an input signal circuit, an output
signal circuit, a power circuit, and the like.

The DB (Data Base) 40 associates and stores information
of the position of the vehicle at the start of the deceleration
operation such as an accelerator-OFF operation by the driver
of'the host vehicle, the position of the vehicle at the end of the
deceleration operation and a node number that are learned by
the drive assisting device 10.

The car navigation system 51 gives a path guide to the
driver of the host vehicle using the positioning information of
the GPS 21.

The brake actuator 52 and the accelerator actuator 53,
based on a command signal from the ECU 30, induces the
drive operation of the driver by giving a reaction force to the
brake pedal or the accelerator pedal such that the driver of the
host vehicle applies the engine brake and the like at a proper
timing. Further, the brake actuator 52 and the accelerator
actuator 53 adjust the brake amount or the accelerator amount
such that the driver applies the engine brake and the like at a
proper timing and the host vehicle travels. Further, the brake
actuator 52 and the accelerator actuator 53 detect the amount
that the driver pressed the brake and the amount that the driver
pressed the accelerator using the sensor and send the detected
amounts to the ECU 30.

The speaker 54 notifies the driver of the host vehicle of
information relating to the deceleration operation using a
sound such that the driver applies the engine brake at a proper
timing.

Hereinafter, the operation of the drive assisting device 10
of the embodiment will be described. The drive assisting
device 10 of the embodiment learns the travel data of the usual
drive operation of the driver and very accurately associates
and stores the travel data with the position in a system that
performs the drive assistance

As described below, in the present embodiment, the travel
distance from the point as a reference is calculated in order to
associate the travel data with the position. In the embodiment,
as information relating to the point as the reference, a prede-
termined range of area that is specified by latitude and longi-
tude by GPS 21 is used.

Hereinafter, a description of an operation to learn a decel-
eration behavior will be made. In a case of learning the posi-
tion of the deceleration behavior, following procedures are
performed:

(Procedure 1): the position of an operation relating to the
deceleration behavior suitable for learning, namely, the
deceleration performed in the same place to some extent is
extracted. In Procedure 1, focusing on the deceleration end
position which tends to be stable in the deceleration behavior,
if the range of the latitude and the longitude thereof are equal
to or less than a constant value, it is regarded as the same
deceleration behavior.

(Procedure 2): by learning the deceleration behavior in the
Procedure 1, areference to be used when performing the drive
assist is specified. That is, the deceleration behavior of the
same deceleration end reference is extracted, and the refer-
ence of the deceleration start is calculated from the decelera-
tion start position.

(Procedure 3): The distance and the travel data from the
reference determined in Procedure 2 are associated and
learned. That is, the travel distance after passing through the
position of the latitude and the longitude as the start reference
is calculated, and the operation position of the accelerator-
OFF operation and the like of each driver is learned.

First, (Procedure 1) will be described. As shown in FIG. 2,
the ECU 30 of the drive assisting device 10 determines
whether the deceleration behavior is completed in which the
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vehicle speed is lowered, the driver presses the brake pedal,
releases the accelerator pedal or lowers the shift position of
the transmission, using the vehicle speed sensor 25, the brake
actuator 52, the accelerator actuator 53, a shift position sensor
that is installed in a transmission, or the like (S101).

When the deceleration behavior is completed (S101), the
ECU 30 registers the latitude and the longitude of the decel-
eration end point Se and the orientation that is the progressing
angle of the vehicle in the deceleration end point Se with the
DB 40 (5102). The ECU 30 determines referring to the DB 40
whether among the learned travel data, the registered number
of the deceleration end point near the deceleration end point
Se is equal to or more than the constant value (S103).

When the registered number of the deceleration end point
near the deceleration end point Se is equal to or more than the
constant value (S104), the ECU 30 includes the deceleration
end point Se and registers a constant range within the distance
of'a predetermined value d from the deceleration end point Se
as a deceleration end area Ae with the DB 40 (S105). In
addition, ECU 30 may change the constant range within the
distance of the predetermined value d from the deceleration
end point Se considering stability of the deceleration behav-
ior of the vehicle. For example, in a case where a deceleration
position or a vehicle speed is more stable than any other
places, such as an intersection where a vehicle temporarily
stops, the range from the deceleration end point Se that is
registered as a deceleration end areca Ae may be smaller than
any other places.

Next, (Procedure 2) will be described. As shown in FIG. 3,
the vehicle V is regarded as progressing towards the regis-
tered deceleration end area Ae. As shown in FIG. 4, the ECU
30 of the drive assisting device 10 determines whether the
vehicle V is progressing towards the deceleration end area Ae
(S201). When it is determined that the vehicle V is progress-
ing towards the deceleration end area Ae (S201), the ECU 30
determines whether the deceleration behavior is started in
which the vehicle speed is lowered, the driver presses the
brake pedal, releases the accelerator pedal or lowers the shift
position of the transmission, using the vehicle speed sensor
25, the brake actuator 52, the accelerator actuator 53, a shift
position sensor installed in the transmission, or the like
(S202).

When the deceleration behavior is started (S202), the ECU
30 registers the latitude, the longitude of the deceleration start
point Ss and the orientation that is the progressing angle of the
vehicle in the deceleration start point Ss with the DB 40
(S203). The ECU 30 determines whether, referring to the DB
40, among the learned travel data of the deceleration behav-
ior, the number of data included in the deceleration end area
Ae of which the deceleration end point Se is registered is
equal to or more than the constant number (S204).

As shown in FIGS. 3 and 4, the ECU 30 calculates an
average orientation D of the vehicle V in the deceleration start
point Ss with respect to data included in the deceleration end
area Ae of which the deceleration end point Se is registered,
and calculates a deceleration start area As which is a square-
shaped area including all deceleration start points Ss and has
two sides parallel to the orientation D (S205). ECU 30 regis-
ters the side separated by the deceleration end area Ae among
the two sides vertical to the orientation D of the deceleration
start area As as the reference line L. with the DB 40 (S206).

Next, (Procedure 3) will be described. The ECU 30 of the
drive assisting device 10 associates the deceleration start
point Ss and the deceleration end point Se with each travel
distance from the point where the vehicle V passes through
the reference line L that is calculated in Procedure 2 to each
point where the vehicle V respectively reaches the decelera-
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tion start point Ss and the deceleration end point Se, and
stores the associated data in the DB 40. However, the ECU 30
regards the travel data in which the deceleration end position
Se is not included in the deceleration end area Ae as invalid,
and the travel data is not included in the above process.

Accordingly, when the travel assist device 10 determines
that the vehicle V passes through the reference line, and
reaches the deceleration start point Ss and the deceleration
end point Se using the GPS 21 next time, the travel assist
device 10 may perform a drive assistance, such as urging the
driver to do a drive operation of each of the deceleration start,
the deceleration end, and the like through a driving interrup-
tion using a sound by the speaker 54 or a reaction power by the
brake actuator 52 and the accelerator actuator 53.

According to the embodiment, the ECU 30 and the DB 40
of the travel assist device 10 specifies and stores the decel-
eration end point Se of the vehicleV as information relating to
an absolute position independent from the structure on the
ground. Therefore, in the vehicle in which a navigation sys-
tem is not installed, the deceleration end point Se may be
specified and stored even if there is no map information such
as a link ID or node in the map information database. In
addition, the ECU 30 and the DB 40 of the travel assist device
10 stores the area within the predetermined range from the
deceleration end point Se as the deceleration end area Ae.
Therefore, a database is made in which the predetermined
range centered from the deceleration end point Se that is the
point where the driver’s operation changes as the deceleration
end area Ae that is one operation area, thereby being more
easily applied to the drive assistance.

In addition, according to the embodiment, the ECU 30 and
the DB 40 of the travel assist device 10 include all of the
deceleration start points As of the deceleration end area Se
that was stored in the past, set one side that is farthest away
from the deceleration end area Ae in a square-shaped area
having two sides parallel to an average orientation D of the
vehicle V in each of the deceleration start point Ss of the
deceleration end area Ae that was stored in the past, as a
reference line L. Therefore, by a simple method, the reference
line L. that is a reference of a start of the deceleration operation
of'the driver may be set, and may be more easily applied to the
drive assist.

In addition, according to the embodiment, the information
relating to the absolute position independent from the struc-
ture on the ground includes information relating to latitude
and longitude. Accordingly, the ECU 30 and the DB 40 ofthe
travel assist device 10 may specify and store the deceleration
end point Se by obtaining the latitude and the longitude of the
pointusing the GPS, even ifthere is not map information such
as a link ID or node relating to the structure on the ground.

In the embodiment, since the position is determined using
only the latitude, the longitude and the orientation of the GPS
21, it is possible to realize a system in a simple configuration,
and the embodiment may be realized even in a vehicle in
which a navigation system is not installed. However, in a case
without map data, a case is considered where it is difficult to
determine whether the targets of the deceleration behavior are
the same. That is, it is necessary to determine whether it is a
deceleration in the temporary stop intersection or a decelera-
tion for the forward vehicle. For this reason, in the embodi-
ment, the deceleration behavior is determined based on the
latitude, the longitude and the vehicle speed of the most stable
deceleration end position.

Hereinafter, a description of a second embodiment of the
present invention will be made. In the embodiment, in the
(Procedure 1) in order to further improve an accuracy in
classifying the kind of the deceleration behavior, not only the
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latitude and the longitude of the deceleration end point Se, but
also the latitude and the longitude of the deceleration start
point Ss and the exit point to the outside of the predetermined
range from the deceleration end point Se are determined.

As shown in FIGS. 5 and 6, the ECU 30 of the drive
assisting device 10 determines whether the deceleration
behavior is started in which the vehicle speed is lowered, the
driver presses the brake pedal, releases the accelerator pedal
or lowers the shift position of the transmission, using the
vehicle speed sensor 25, the brake actuator 52, the accelerator
actuator 53, a shift position sensor installed in a transmission,
or the like (8301). When the deceleration behavior is started
(S301), the ECU 30 registers the latitude and the longitude of
the deceleration start point Ss and the orientation that is the
progressing angle of the vehicle in the deceleration start point
Ss with the DB 40 (S302).

The ECU 30 determines whether the deceleration behavior
is completed in which the vehicle speed is raised, the driver
presses the brake pedal, releases the accelerator pedal or
lowers the shift position of the transmission, using the vehicle
speed sensor 25, the brake actuator 52, the accelerator actua-
tor 53, a shift position sensor installed in a transmission, or the
like (S303). When the deceleration behavior is completed
(S303), the ECU 30 registers the latitude, the longitude of the
deceleration end point Se and the orientation that is the pro-
gressing angle of the vehicle in the deceleration end point Se
with the DB 40 (S304).

The ECU 30 determines whether the moving distance of
the vehicle from the deceleration end point Se is equal to or
more than a constant value d (S305). When the moving dis-
tance of the vehicle from the deceleration end point Se is
equal to or more than a constant value d (S305), the ECU 30
registers the latitude, the longitude of the exit point So that is
a point in which the moving distance of the vehicle from the
deceleration end point Se is the predetermined value d and the
orientation that is the progressing angle of the vehicle in the
exit point So with the DB 40 (S306).

ECU 30 determines, referring to the DB 40, whether
among the travel data that is learned in the past, there is the
past travel data (X, Y, Z) in which the distance between the
present deceleration start point Ss and the past deceleration
start point X is less than the predetermined threshold value c,
the distance between the present deceleration end point Se
and the past deceleration end point Y is less than the prede-
termined threshold value P, and the distance between the
present exit point So and the past exit point Z is less than the
predetermined threshold value vy (S307). In this case, the,
ECU 30 may determine whether the respective difference
between each orientation of the present deceleration start
point Ss, the present deceleration end point Se and the present
exit point So and each orientation of the past deceleration start
point X, the past deceleration end point Y and the past exit
point Z is less than the predetermined threshold value 6.

When, among the travel data that is learned in the past,
there is the past travel data (X, Y, Z) in which the distance
between the present deceleration start point Ss and the past
deceleration start point X is less than the predetermined
threshold value @, the distance between the present decelera-
tion end point Se and the past deceleration end point Y is less
than the predetermined threshold value 3, and the distance
between the present exit point So and the past exit point Z is
less than the predetermined threshold value y (S307), ECU 30
registers by merging the present deceleration start point Ss,
the present deceleration end point Se and the present exit
point So with the past travel data (X, Y, Z) (S308). When,
among the travel data that is learned in the past, there is no
past travel data (X, Y, Z) in which the distance between the
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present deceleration start point Ss and the past deceleration
start point X is less than the predetermined threshold value c,
the distance between the present deceleration end point Se
and the past deceleration end point Y is less than the prede-
termined threshold value p, and the distance between the
present exit point So and the past exit point Z is less than the
predetermined threshold value y (S307), the ECU 30 registers
a constant range within the predetermined distance from the
present deceleration start point Ss, the present deceleration
end point Se and the present exit point So as the deceleration
end area Ae with the DB 40 (S309).

In addition, in S307, as the threshold values «t, 3, y or 0, the
calculated value by an experiment and the like may be used.
Otherwise, in S307, as the threshold values a, f3, y or 9, the
same value may be used. In S307, the threshold values ct, 3, ¥
or 0 may change on the basis of the tendency of the driver. For
example, in a case of the driver having a poor driving skill, the
threshold values a, 3, y or 8 may be set to a large value. In
addition, in S301 to S309, the steering start points of the
vehicle in the present and the past may also be considered for
determination other than the present deceleration start point
Ss, the past deceleration start point X, the present decelera-
tion end point Se, the past deceleration end point Y, the
present exit point So, and the past exit point Z.

In addition, with respect to the present deceleration start
point Ss, the past deceleration start point X, the present decel-
eration end point Se, the past deceleration end point Y, the
present exit point So, and the past exit point Z, even if the
difference between the present exit point So and the past exit
point Z is equal to or more the threshold value vy, in a case
where the position difference and vehicle speed difference in
the deceleration end points Se are almost not found, or in a
case where the vehicle speed in the deceleration end point Se
is as low as or close to 0 km/h (for example, 0 to 5 km/h), the
ECU 30 cannot consider that the exit point So and Z are
different. That is because the same deceleration behavior does
not make the diver feel a sense of incompatibility in those
cases.

According to the embodiment, the ECU 30 and the DB 40
of' the travel assist device 10 specify and store at least one of
the deceleration start point Ss of the vehicle and exit points to
the outside of a predetermine range from the deceleration end
point Se of the vehicle on the basis of the absolute position
information, and specify the deceleration area Ae based on at
least one of a deceleration end point Se, and the deceleration
start point Ss and the exit points So. Therefore, even if the
deceleration end points Se are the same, the deceleration area
Ae may be subdivided in more detail for each operation of the
driver in which the deceleration start points Ss are different
and the exit points So are different, and made into a database.

Further, according to the embodiment, the ECU 30 and the
DB 40 of the travel assist device 10 store an area within a
predetermined range from the present deceleration end point
Se of the vehicle as a new deceleration area Ae, when at least
one of the distance between the present deceleration start
point Ss of the vehicle and the deceleration start point X of the
deceleration area of the vehicle that was stored in the past, the
distance between the present deceleration end point Se of the
vehicle and the deceleration end point Y of the deceleration
area of the vehicle that was stored in the past, and the distance
between the present exit point So and the exit point Z of the
deceleration area of the vehicle that was stored in the past is
equal to or more than a predetermined value. Therefore, even
if the deceleration end points Se are the same, the deceleration
area may be subdivided in more detail for each operation of
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the driver in which the deceleration start points Ss are differ-
ent and the exit points So are different, and made into a
database.

When the distance between the present deceleration end
point Se of the vehicle and the deceleration end point Y of the
deceleration area of the vehicle that was stored in the past is
less than the predetermined value, the distance between the
present deceleration start point Ss of the vehicle and the
deceleration start point X of the deceleration area of the
vehicle that was stored in the past is less than the predeter-
mined value, and the distance between the present exit point
So of the vehicle and the exit point Z of the deceleration area
of the vehicle that was stored in the past is equal to or more
than a predetermined value, even if only the present exit point
So and the past exit point Z are different, if a difterence in the
vehicle speeds is not found in the present exit point Se and the
past exit point Y, or the vehicle speed in the present decelera-
tion end point Se is close to 0 km/h, it is considered that the
exit points So, Z are different but it is regarded as the same
deceleration behavior, and thus the driver does not feel a sense
of incompatibility. Therefore, in the present embodiment, in
the above case, an area within a predetermined range from the
present deceleration end point Se of the vehicle is not stored
as a new deceleration area Ae. Accordingly, it is possible to
prevent the operations of the driver in which the exit points are
different from being subdivided in more detail without mak-
ing the driver feel incompatible.

Hereinafter, the description of the third embodiment of the
present invention will be made. As shown in FIG. 7, in the
embodiment, an information processing device for a vehicle
of the present invention is configured by an information pro-
cessing center 100. In the information processing center 100,
the necessary data is received from a plurality of vehicles by
the communication device 24, the ECU 30 performs the same
information processing as that of the drive assisting device 10
that is installed in the vehicle of the first embodiment and the
second embodiment, and stores the result of the information
processing in the DB 40. In addition, the communication
device 24 sends the information that is stored in the DB 40 to
the plurality of vehicles.

According to the embodiment, the ECU 30 and the DB 40
of the information processing center 100 specify and store a
deceleration end point Se of a vehicle on the basis of absolute
position information that is information relating to an abso-
lute position independent from a structure on the ground, and
store an area within a predetermined range from the decel-
eration end point Se as a deceleration area Ae. Therefore, the
information processing center and the like use the database,
and thus the deceleration end point Se may be specified and
stored without map information such as a link ID, node, etc.,
in a map information database. Further, a predetermined
range from the deceleration end point Se which is a point
where the operation of a driver changes, is treated as the
deceleration end area Ae which is one operation area, and a
database of the deceleration end area Ae is made, so that the
application to the drive assist becomes easier in the vehicle.

Although heretofore descriptions of the embodiment of the
present invention have been made, the present invention is not
limited to the above embodiments, but rather various modi-
fications can be made.

INDUSTRIAL APPLICABILITY

An information processing device for a vehicle and a data-
base of the present invention may be applied to a drive assist
without using map information.
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The invention claimed is:
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wherein when the distance between the present decelera-

tion end point of the vehicle and the deceleration end
point of the deceleration end area of the vehicle that was
stored in the past is less than the predetermined value,
the distance between the present deceleration start point
of the vehicle and the deceleration start point when the
vehicle is toward the deceleration end area that was
stored in the past is less than the predetermined value,
and the distance between the present exit point of the
vehicle and the exit point of the deceleration end area of
the vehicle that was stored in the past is equal to or more
than the predetermined value,

at least one of when the difference between the vehicle

speed in the present deceleration end point of the vehicle
and the vehicle speed in the deceleration end point of the
deceleration end area of the vehicle that was stored in the
past is less than the predetermined value, and when the
vehicle speed in the present deceleration end point of the
vehicle is in the vicinity of 0 km/h, and

the memory unit does not store the area within the prede-
termined range from the present deceleration end point
of the vehicle as a new deceleration end area.

2. An information processing device for a vehicle compris-

ing:

a memory unit that specifies and stores a deceleration end
point of a vehicle on the basis of absolute position infor-
mation that is information relating to an absolute posi-
tion independent from a structure on the ground, and
stores an area within a predetermined range from the
deceleration end point as a deceleration end area,

wherein the memory unit includes the deceleration start
point when the vehicle is toward the deceleration end
area that was stored in the past, and sets as a reference
line, one side that is farthest away from the deceleration
end area in a square-shaped area having two sides par-
allel to an average orientation of the vehicle in each
deceleration start point when the vehicle is toward the
deceleration end area that was stored in the past.

3. The information processing device for a vehicle accord-

40 1ngto claim 1,

wherein the absolute position information includes infor-
mation relating to latitude and longitude.

4. The information processing device for a vehicle accord-

ing to claim 2,

wherein the absolute position information includes infor-

mation relating to latitude and longitude.

1. An information processing device for a vehicle compris- 20

ing:

a memory unit that specifies and stores a deceleration end
point of a vehicle, a deceleration start point of the
vehicle, and an exit point to the outside of a predeter-
mined range from the deceleration end point of the 25
vehicle on the basis of absolute position information that
is information relating to an absolute position indepen-
dent from a structure on the ground, and stores an area
within a predetermined range from the deceleration end
point as a deceleration end area, 30

wherein the memory unit specifies the deceleration end
area based on the deceleration end point, and the decel-
eration start point and the exit point,

wherein when at least one of following distances is equal to
or more than the predetermined value: a distance 35
between the present deceleration end point of the vehicle
and the deceleration end point of the deceleration end
area of the vehicle that was stored in the past, a distance
between the present deceleration start point of the
vehicle and the deceleration start point of the decelera-
tion end area of the vehicle that was stored in the past,
and a distance between the present exit point and the exit
point of the deceleration end area of the vehicle that was
stored in the past,

the memory unit stores an area within a predetermined 45
range from the present deceleration end point of the
vehicle as a new deceleration end area, and ® ok ok ok



